
0, 7:

COOR
1: 190 inputs 2: 1 input 4: 25 inputs 4: 2 inputs 4: 47 inputs

7: 5 outputs
1, 6 → 2:

OPT
2: 5 connections 3: 2 connections 4: 7 connections 4: 2 connections 4: 157 connections 4: 165 connections 5: 185 connections

2:

OAD L0 - initiator
3: 1955 connections 3: 7 connections 4: 1904 connections 4: 801 connections 4: 1710 connections 4: 13 connections 5: 29 connections 5: 1738 connections

3:

NotInbaseline
4: 631 connections 4: 14 connections 4: 47 connections 4: 16 connections 5: 20 connections 5: 30 connections

7: 7 output
3:

WeightUpdate
5: 7 connections

7: 143 output
4:

airframeStructures-LoFi-sizing
5: 108 connections 5: 116 connections 5: 143 connections

7: 22 outputs
4:

aeroControlDerivatives -LoFi-analysis - Tornado
5: 84 connections 5: 22 connections

7: 11 outputs
4:

onBoardSystems-design
5: 11 connections 5: 11 connections 5: 11 connections

7: 2 outputs
4:

Mission Analysis
5: 12 connections 5: 2 connections

7: 2 output 6: 2 connection
5:

stabilityAndControl-assessment

7: 2 output 6: 1 connection
5:

calculateCostsAndEmissions

6: 185 connections
5:

Gc


